1.00in Border

1.00in Spacing

S 1/4-20 Tapped Holes

O 0 0O 0OO OO O OO OOO OO OO OUOOOO OO OO OO
©O 0 0 0OO OO O OO O OOOOUOUOOOUOOGOO
©O 0 0 0OO O OO OO O OOO OO OUOUOOOOOOO
©O 0 0 0OO O OO OO O OOOOUOUOOOUOOOO
©O 0 0 0OO O OO OO O OOO OO OUOUOOOOOOO
12.00in O 0O 0O OO OO OO OO O OO O O O O O OO OO
©O 0 0 0OO OO O OO OCOOUO OO OO OO OOOO OO OO OO
©O 0 0 0OO O OO OO O OOO OO OUOUOOOOOOO
©O 0 0 0OO O OO OO O OOOOUOUOOOUOOOO
©O 0 0 0OO OO O OO O OOOOUOU OO OO OO OO OO O
© 0 000 0O0O0OOOOOOOOOO0O0O0O0 O 0 O]
24.00in |
B
2.38in
T
2.00in
° °

For information only, not for manufacturing
ltem/Drawing is subject to change without notification
© 2019 Base Lab Tools Inc, All Rights Reserved

~— 1/4-20

Tapped Holes

Features

Aluminum honeycomb core with 3 in cell size for much greater adhesion.
Internal welded sides to provide long term stability.

Small rounded outer corners for safety.

All aluminum construction.

1/4-20 Tapped holes on 1 in centers.

1 in border for maximum working space.

Extremely light weight.

Four 1/4-20 mounting holes on bottom 2 in from corners.

Black laser safe coating to reduce reflections.

Specifications

Skins thickness: = in
Core thickness: 2 in
Max temperature range: -20°F to 200°F (-29°C to 93°C)
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